
Installing the Adlink 6530 Driver 
1) Take the ‘ADLINK All in One CD’ and insert it into the CD-Rom drive. 
 
2) An Installation Screen should come up giving you some options. Click on ‘Exit’ to get 
out of the Installation Screen 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



3) Right Click on the ‘Start’ Button.  

 
 
4) Left Click on Explore. 

 



5) On the left side of the window, Left Click on the Adlink CD. 

 
 
6) Double Left Click on the NuDAM folder on the right side of the window. 

 



7. Double Left Click on the ND6530 folder. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



8. Double Left Click on whatever operating system you use. Win2KXP is for Windows 
2000 and XP operating systems. Win9xME is for Windows 90’s and Millennium 
operating systems. Win2KXP is used in this example. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



9. Double Left Click on the ‘Setup.exe’ application to install the driver. 

 
 
10. A Setup Screen will appear. Left Click on ‘Next’. 

 



11. Enter your name and company name in the spaces provided. 

 
 
12. Left Click on the ‘Next’ Button when you have completed this. 


